LED Multi-Function Warning Lamps & Beacons

Designed for quick and easy installation, these rugged lamps are constructed of durable
aluminum and polycarbonate and utilize only SMD LED’s for reliable performance.

-22°F— 122°F IP67* Colorful - N WARNING LAMP
1\?(4?.# (-30°C - 50°C) Rating Retail Boxes

operating temperature e
DUAL VOLTAGE 9 Beacons IP65
95 SELECTABLE MIODES (CLASS1

SLL15 SERIES
Up to 95 selectable modes
Synchronize up to eight units
SLL15ACC2B WHITE/YELLOW i i
Sl 1sAC1H YEIER SAE Polycarbonate lens, aluminum housing
JS9S 5.125" L x0.938"W x0.75"H
CLASS 1

SLL17 SERIES

Up to 95 selectable modes
Synchronize up to eight units
Polycarbonate lens, aluminum housing

SLL17ACC2B WHITE/YELLOW i o -
e Jsl_-—,AQE 475" Lx1.25"W x0.50" H
SLL17C1B WHITE CLASS 1

SLL16C1B
72 selectable modes
Synchronize up to eight units
SAE Polycarbonate lens, aluminum housing
SLLIGETR WHITE J595 475" Lx1.25"W x 050" H
CLASS 1
RBL10CA Hard wired
RBL10CAPG Hard wired, weathertight
_,53“",5 male-pin amp connector
CLASS 2 Sonically sealed, waterproof

Five flash patterns
Operating voltage 9-36VDC
SAE J845/EMC R10 approved

RBL10CA CLEARLENS, 12
YELLOW DIODES

RBL10CAPG CLEARLENS, 12
YELLOW DIODES

LIFETIME

LE WARRANTY

NO BULBS TO REPLACE, EVER!
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