
Opti-Brite™ LED Awning Lights 
for Surface Mount

BULK P/N POLYPACK P/N DESCRIPTION QTY
11” WHITE LED - 9 DIODES

ILL70CBAWN - No switch, white end caps 10
ILL70CBBAWN - No switch, black end caps 10
ILL70CBSBAWN - On/off switch, black end caps 10
ILL70CCSBAWN - On/off switch, chrome end caps 10

11” AMBER LED - 9 DIODES
ILL70ABAWN - No switch, white end caps 10
ILL70ABBAWN - No switch, black end caps 10

Raw lumen output: 189 lm
Effective lumen output: 171 lm

MATERIALS Polycarbonate lens and housing
VOLT/AMP ILL70: 12.8VDC - .150A

ILL71: 12.8VDC - .300A
WT/DIMS ILL70: .154 lb. / 11.313” x 1.625” x 1.125”

ILL71: .187 lb. / 18” x 2.125” x 1.063”
WARRANTY Lifetime LED Warranty

BULK P/N POLYPACK P/N DESCRIPTION QTY
18” WHITE LED - 18 DIODES

ILL71CBAWN - No switch, white end caps 10
ILL71CBBAWN - No switch, black end caps 10

18” AMBER LED - 18 DIODES
ILL71ABAWN - No switch, white end caps 10
ILL71ABBAWN - No switch, black end caps 10

Raw lumen output: 370 lm
Effective lumen output: 342 lm

IP67 rating: protected from dust 
and capable of withstanding water 
immersion, offering increased 
reliability and service life

• Low profi le awning mount lights with wedge base that 
directs light at a 45-degree angle

• Hard wired design includes both lead and ground wires
• Select from 11-inch and 18-inch models
• Available in amber and white LED
• Sealed, waterproof
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