LED TRUCK & TRAILER LIGHTING

MCLS57 SERIES

2.5" Round Sealed LED

Marker/Clearance Lights
« Sonically sealed, waterproof lights

» Accepts standard two-pin PL-10 plug
*  Available in 12V and 24V models

BULK PIN POLYPACK PIN DESCRIPTION ary
MCL57 AB
MCLSTAB MCLSTABP 12y 20
MCL57A24B MCL5TA24BP 24V 20
MCLSTACE MCLSTACBP 12V, clear lens 20
MCLS7RE MCLSTRBP 12y 20 MCLS7RB
MCLSTRCB MCLSTRCBP 12V clear lens 20 g
MCL57R1224B - 12-24V 20 an—
MCL57R24B  MCLS7R24BP 24V 20 ' Q = %v
@’ﬁ" |
A46PB A46PBP Straight plug, 6" lead 100 \‘\§ P57
AB6PB AS6PBP Straight plug, 18" lead 100 =
ASSGE ASSGEP Flush mount grommet (open back) 50 MCLS7RCE / MCLS7ACE
ASEGE ASGGEP Recess mount grommet (closed back) 100
ASTGE ASTGEP Recess mount grommet (open back) 50
ABSGK ABSGKP Kit: AS5GE and A46PE 100
ASTGK ASTGKP Kit: ASTGE and A4EPE 100
ASTCB ASTCBP Chrome trim ring 20 5 4/0% o
BK5557GB BK5S57GBP  Cam-on mounting bracket 50 |"—"'
RETAIL H B
MCLSTAK p—, Yellow kit with AS5GE & A46PE, clam 12 ‘
MCLS7RK Red kit with AS5GE & A46PB, clam 12 b
A b P2 HOLE CUT-OUT: 2.75"
MATERIALS Polycarbonate lens and housing
VOLT/AMP 12.8VDC - 0.064
WTIDIMS A321bs. /25" %25 % 1"
WARRANTY Lifetime LED Warranty (BT
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